IWW / ZWW-L waLL MOUNTED RACK AND PINION JACKS

ZWW / ZWW-L, wall-mounted rack and pinion jacks
Capacities: 250 - 10000kg

Model ZWW
Capacity 1500kg

Wall-mounted rack and pinion jacks are used for lifting, lowering, pulling and pushing
of loads.

Features and benefits include:

e Robust steel design with precisely machined worm and spur gears for smooth
and easy manual operation.
Solid steel rack with additional bore hole for fastening of the load.
Low wear owing to hardened gearing parts and precisely machined teeth.
Suitable for a lifting load of up to 5000 kg for pushing and pulling loads.
Rigid wall mounting.

Options
¢ Rack extensions
e Special fastening arrangements for shaft and rack
¢ Improved corrosion protection owing to zinc-platir
e With folding handle.

Model ZWW-L
Capacity 1000kg

Model ZWW
Capacity 10000kg

Model ZWW-L
Capacity 250 and 500kg

MODEL: ZWW-L, TECHNICAL DATA / PRICES
Model Article no. Tensile or Rack Lift Hand effort Weight Price
WORM GEAR pressure length at WLL
kg mm mm daN kg £
ZWW-L 250/400 01905011 250 600 400 10 5.4 £259
ZWW-L 250/600 01905013 250 800 600 10 5.9 £269
ZWW-L 250/800 01905016 250 1000 800 10 6.4 £279
ZWW-L 250/1000 01905019 250 1200 1000 10 6.9 £289
ZWW-L 250/1200 01905022 250 1400 1200 10 5.4 £299
ZWW-L 500/400 01905012 500 600 400 15 6.0 £275
ZWW-L 500/600 01905014 500 800 600 15 6.5 £285
ZWW-L 500/800 01905017 500 1000 800 15 7.0 £295
ZWW-L 500/1000 01905020 500 1200 1000 15 7.5 £310
ZWW-L 500/1200 01905023 500 1400 1200 10 6.0 £320
ZWW-L 1000/600 01905015 1000 850 600 14 4.1 £410
ZWW-L 1000/800 01905018 1000 1050 800 14 5.2 £435
ZWW-L 1000/1000 01905021 1000 1250 1000 14 6.3 £460
ZWW-L 1000/1200 01905024 1000 1450 1200 14 7.3 £485
ZWW-L 1000/1400 01905025 1000 1650 1400 14 8.4 £515
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